AR-B6003
Quick Manual

AR-B6003 Quick Manual
1.Mainboard illustration (Top Side)
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Mainboard illustration (Bottom Side)

BH1
System RTC battery socket

Intel Atom Pineview D425/D525 CPU

PCIE_R1
PCI-E & PCl riser card socket

Intel ICH8M

CN_DIMM2
204-Pin DDR3 Socket
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CN_DIMM1
204-Pin DDR3 Socket
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2. Locations of 10 ports & Jumper setting definition

(Top Side)
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Locations of IO ports & Jumper setting definition FPIOL LED1 o1

; ATX Power on/off & Reset switch 2in 1 LED for Power & HDD LED. @ CF CARD SOCKET
(B OttO m Sl d e) button connector. : W

SIM1 PWR1

SIM card Holder Connector for 0932V power board

o ossen eossn

wietn ovem MINIPCIEL CN_RS232_1
B o5 = Pin Header for COM2 use RS-232
ach 08 Outnro sosn 130 Mini-PCI Express Card connector function

38888

CN_RS422_485_1
Pin Header for COM2 use
RS-422/485 function

AUDIO1

ceeg

Line Out & Mic in phone jack.

® 66 © ¢
® & 6 6 6

CN9 LVDS1
RJ45 & USB 2 ports (USBO,USB1) LVDS connector
Connector
CN8
LCDPWR1
@ [ri452 USB 2 ports ® For LCD Power connector

(USB2,UsB3)Connector

CN4

For CF CARD power select and Power @ ATX12V Power Supply input
Mode select. Connector

SW3

COM3_COom4 CCMOS1

D-SUB 9 pin for COM3,COM4 RS232 CMOS Memory Clearing Header
connector

SATA1, SATA2
SATA device connector #1, #2

Sw2
For RS-422,RS-485 function select.

Sw4 SATA_PWR1, SATA_PWR2
For RS-422,RS-485 function select. For SATA Power Connector #1, #2
GPIO_COM1

FP_USB1,FP_USB2
Internal USB4, USB5 connector..

D-SUB 9 pin COML1 for RS-232,
D-SUB 15 pin for External GPIO
connector.

SW5
For RS-422,RS-485 function select.

BH1
CR2032 Battery Hold Connector.

CPUFAN1
CPU FAN connector.

VGAL
D-sub 15 pin VGA connecter

® ® 6 6/ 0 0 ©
00 0 6 6 &
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2.1 Connectors and Jumper settings

8. COM3_COM4 ( for COM3,COM4 use )

9. SW2 ( RS-422,RS-485 function select )

1. FPIO1

2. SIM1 Connector

FPIO1 Connector
Pin1-2 ATX Power on/off
switch button
Pin5-6 System Reset
switch button

SIM Card Holder

Connects to 3.5G Cell phone SIM Card.

3. MINIPCIE1
Connector )

( Mini-PCle

4. AUDIO1

Pin SIGNAL
1 DCD
2 SIN
3 souT
-
ot § o
4 DTR
5 GND
Q0 10
6 DSR
7 RTS
8 CTs
9 RI

SW2, DIP Switch
For RS-422,RS-485 Function
select(Default: All OFF For RS-232)
RS-422 setting:

1 OFF
2 ON
3 OFF
4 ON
RS-485 setting:
1 ON
2 ON
3 OFF
4 ON

Mini-PCle x1
Connector

Audio Jack
Lime: Line Out
Pink: Mic in

10. SW4 ( RS-422/485 TX Terminator resistor
selection )

11 GPIO_COM1 (For COM1 RS-232,
External GPIO control)

5,6. CN8,CN9
X2)

(RJ45 x1& USB Port

7. SW3 (CF card power select and Power Mode select)

RJ45 Ethernet
Connector with 2 ports
of External USB

Connector

SW3 DIP Switch

(Default:Keyl OFF; Key2 OFF, Key3 ON; Key4
ON)

SW3

Function

SW4 DIP Switch
For RS-422/485 TX Terminator resistor
selection)
(Default: all OFF)

GPIO Piin Define:
PIN | SIGNAL | PIN | SIGNAL

1 GPOO 2 GPO1

1 2
OFF | OFF 9427B power board, AT mode
OFF | OFF 0932V power board, AT mode
94278 power board, ATX
OFF | OFF OFF
mode
0932V power board, ATX
OFF | OFF OFF
mode
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PULL HULOW | Temisator
SWa ohm ressitor | Resistor 3 GPO2 4 GPO3
1 v 3 4
OFF | OFF | OFF | OFF | 887Kcm NA 5 GND 6 GND
OFF | ON OFF | OFF
oN | oN_| OFf | OFf Nt Applcation 7 GND 8 GND
OFF OFF ON OFF ] 10
oN OFF | ON OFF 9 GND 10 GND
OFF OFF | 867Koma | 120 |
N ON oN OFF o : 11 GP14 12 GPIS
ON
- E o EEEE T TS 13 | GPI6 | 14 | GPI7
OFF | ON | OFF | ON
oN | oN OFF oN
OFF | oFF | on | ox Not Appication 15 | veciza
oN OFF | oN oN
OFF | ON oN oN
618 ol 120
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12, SW5 (RS-422 RX terminator resistor 13. VGAL1 (D-SUB 15 pin Connector)
selection) 16. CN_RS232_1
17. CN_RS422_485 1 18. LVDS1 (30 pin DF13 Connector).
SW5 DIP Switch .
(For COM2 Function select).
For RS-422 RX Terminator resistor selection)
(Default: all OFF) .
CN_RS232_1: For RS-232 Function
PULL HULOW | Teminator
ohm ressitor | Hesistor
Pin SIGNAL
NA NA =
= VGAL 1 DSR
Mot Application e
i D-SUB 15 pin For CRT Monitor 2 DCD
T = 3 RTS
3 | 2 Tt Roplcdtion 4 SIN LVDS1:
OFF NA
| o 5 CTS 30 pin DF13 connector
Not Apphcation 6 souT Pin | Symbel | Deseription |
665 ol 120 7 RI
8 DTR
14. LED1 15 PWR1 (For 0932V power board use only
9 NC
Connector)
10 GND
G Green: Power ON LED. Pin 1 GND CN_RS422_485_1: For RS-422,RS-485 SMBDATA SMB DATA
¥ Yellow: HDD LED Pin 2 PSON Function N SME CLE SME CLK
Pin 3 5VSB 2
Pin SIGNAL
1 NC .
LVDS receiver signal clock
2 485_422_TX+ CKIN- | &y o e ———
3 NC
ExlN2+ LVDS receiver signal channel 2
4 485_422_TX- RuIN2- LVDS recenver sagnal channel 2
5 422_RX2- RuINI+ | LVDS recesver signal chamnel |
RuIN1- LVDS receiver signal chanmel |
6 NC
FaIMO+ LVDE yecerrer sagnal chammel 0
7 422_RX2+ FulHD- | LVDS recesver signal channel 0
8 NC
9 NC
10 GND
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19.LCDPWRL1 (LCD Power Connector) 20. CN4 (ATX12V Power Input)
23. SATA_PWR1, SATA_PWR2 24. FP_USB1,FP_USB2
SATA_PWR1, SATA_PWR2
Pi“ 1 vee 4 .'_I. 3 ) SATA Device Power Connector Pin | Pin Assignment
Pin 2 NC 11 o 3 1 VECS
Pin 3 GND 2|@H| 1 2 2 Datal -
] 4 ! H2v 3 Datall +
2 GND 4 Ground
3 vces E) NC
4 vces
21 CCMOSL. 22. SATAL, SATA2 (SATA device connector 26. BH1 (CR2032 Battery Holder). 27. CPUFANL1 (CPU FAN connector 1).
#1 and #2).
To connect SATA device:
1.Attach either end of the signal cable CMOS Backup Battery:
to the SATA connector on An onboard battery saves the CMOS memory to keep the
. motherboard. - BIOS information stays on even after disconnected your T PIN SIGNAL
{’[l]l::falu?tl;:i;m?:jned &;:Lanln ;: Attach the other end to the SATA 1, system with power source. Nevertheless, this backup g L 1 GND
operation. 1 7 device. battery exhausts after some five years. 2 +12V
8 ! Pins 1 and 2 shorted: Clear CMOS E ] Once the error message like “CMOS BATTERY HAS 3 NC
Clear CMOS memory. CCMOSH 2. Attach the SATA power cable to the FAILED" or “CMOS checksum error” displays on
SATA device and connect the other monitor, this backup battery is no longer functional and
end has to be renewed
from the power supply.

28. CF1 ( CF CARD Socket ).
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