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PDU Utility Guide

1. Introduction

General

The PDU Utility is PDU monitoring, management software. It has been
designed to provide information about power conditions and status of PDU and
power environment.

Its functions have

1.
2.

Monitor a large amount of PDU power consumption simultaneously.
Group Management of a large amount of the PDU.

Provide power consumption chart for daily monthly or the
user-defined period report.

Send the email and trap to the specific account when the power
event occurs.

. Forward the trap to the user-defined account.

Events can be logged and exported to the Syslog server.
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2. Installation

Install procedure:
CD Auto play screen. Please install the software step by step.

~ | Click on Install button to star the
| software installation process.

Note:

1. It will take several minutes if your operation system had not been
installed Microsoft .NET Framework yet.

2. Recommend that install the PDU Utility to the server level of Windows
operation system.

3. If install utility under Windows Vista OS, you must first go to the folder
of Amazing PDU and select the Properties of “Amazing PDU.exe”, shown
as below to check the “Run this program as an administrator”. Then the
utility will work normally.
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Favorite Links Name H Amazing PDU Properties
[E| Documents i defaults e : : -
%] Accounting.dll E‘aﬂﬁ] Compatibilty |5€ﬂ-lﬂfy | Details | Previous. Versmnsl
E' Pictures il Amazing PDU
il FRENG I you have problems with this program and it worked comectty on
B‘ Qs H AmazingPDU an earlier version of Windows, select the compatibilty mode that
% Recently Changed | AmazingPDU.Idb matches that earlier version
B8 Searches __| AmazingPDU.mdb Compatibiity mode
J Public CJAmazingPDUService (B R i s i ittty o o
| AmazingPDUServiceIn... I o =
&) BaseClassesdl Windows XP (Servics Pack 2)
F_-;l DatabaseWizard .
| DbDao.dll o
| NPlot.dll [] Run in 256 colors
|| ServiceCtrl.dll [ Run in 640 480 screen resolution
%] SmtpUtils.dil [ Disable visual themes
| 5 Protocol.dil
d.' n r? e [ Dieable desktop composition
1| SysConfig.dll
| UtilLib.dll [ Disable display scaling on high DP! settings
) ¥
Privilege Leve
K in this program as an administratg
Run thi d
Folders ~
g | . _ P
mazin ate modified: A ow settings for all users
Al g PDU D dified: 12/15/2008 4.0 ! Sh for all
Application Size: 376 KB
] Date created: 12/15/2008 4:0))
[ ok J[ Comcd J[ sty |

R e ]|

First time to use PDU software, you must select what kind of database that you
want to record the PDU information.

e The default database is set to Microsoft Access.

e If you want to use MySQL database, you may download it from

Tsermanme |root

File PathMame :
|D:'\.Progmm Files\lmazing PDU\AmazingPD|

http://www.mysqgl.org
Database Sething z|
Diatabaze Type MRB0L Bettings
(5) Microsoft Acces: Host |12?.D.D.1 |
O MysaL Database | |
Microentt Acces Bethings |

Pazword |

[ Select File ] [ Default File ]

[T [ Cancel
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3. PDU Utility Interface

3.1 Start

The Login Screen.
The default User Name is admin, Password is 1234 .

X

PDU Login

22 PDU

Mser Name: | |

Password: |

| 0K || Concel |

After login to the software, you will see the software interface as following, it
contains four sections:

1. Function Menu:
PDU Utility functions bar.

2. PDU List:
List all the PDU in the network; user can define the group to easily manage
a large amount of the PDU.

3. PDU Information:
This area provides all detail information about the PDU.
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4. Device Summary:

Indicate the status of the monitored PDU in the network.

22 PDU

Device Dats Mansgsment  System Mansgsment  Help Function Menu
= Group Info | Device Info | FDU Info | Data Log | Events |
F-of 192.168.0.192
2 of group . _
B o 1921680193 Guplae:  (AlDe/Ces [ Update |
o/ PDU-01
Smart PDU | Hame IF | Group Statos Update Time
List » 4 PDUL (192.168.0.193 | group Nommal | 200712427 F4F 03:35:19
Smart PDU
Information
Smart PDU
Status Summarv

Devvice Suimmary

€@ Critical: n
Oy Waming: 0
(@ Unreachable: 0
o Normal: 1
Service Statos: Start

7/24



PDU Utility Guide

3.2 Function Menu
1. Device

B Add Device

Administrator can add the PDU by manually if the IP address of PDU had
been setup before.

Add Device X

Dievice Gronps

Lah

Diervice TP:
oty

Trap IF:

Baelog IP:

® Device Group: Select the PDU belongs to which group

® SNMP Community: Set the community, it must the same with the PDU
in order to communicate with it. Default setting is “private”
Notel: This community is set for the authority of “WRITE”.
Note2: The “READ” community is set to “public”, and user can not
change.

® Trap forward IP: When event occurs, it can forward the event trap to
the certain NMS.

® Syslog Server IP: Forward the log to the certain Syslog server.

8/24



PDU Utility Guide

Edit Device

Administrator can redefine the PDU information here, including
® Device Group:
Change the PDU belongs to which group

® SNMP Community:
Set the community, it must the same with the PDU.
Note: This community is set for the authority of “WRITE”.

® Trap forward IP:
Change the trap receiver IP.

® Syslog server IP:
Change the Syslog server IP.

® SNMP Settings:
Modify the SNMP information for the PDU.

® Network Settings:
Re-defined the IP address of PDU.

® Total Current Threshold Setting:
It is only available when there is not only one PDU under this IP
address.
User can input the current threshold to prevent total PDUs’ power
consumption exceed the facility capacity.

® ENV Threshold Setting:
When the temperature or humidity exceeds the pre-setting, utility will
send mail to notify manager.
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Device Edit X
Hostrame: Amazing
Local Settings SHMP Settings Total Curent Threshold Settings
emme Name: |Amezing | Waming Coment. |11 |
Location: [OEICB | Critical Current: | 131 |

Contact: |P.dm.in | i
ENY Threshold Setting

Temperature
: = Network Settings Lovwer Bonnd: | [ |
Community:  private IF Address: |192.168.0.33 | S
pper Bownd: |10
Trap Forward IF: | | |
' it
FiSaE Sene | Lower Bowind: |=Z A |
Upper Bonnd: | |

[ oK || Coml |

Manager can change the method that PDU Utility to get the IP.

Modify IF &'
O Dynamic (DHCE)
® otatic Cancel
IF Bethings

Original [F: |192.168.D.96

Wetrmask: |255.255.255.u

|
Hew IF: |192.16E=.EI.96 |
|
|

Cratewany |192.168.D.254

Remove Selected Device

Delete the selected the IP address of PDU

Edit PDU Config

Modify PDU configuration.

® PDU Name: User defines the PDU name.
® \oltage: User defines the voltage..

® Threshold: PDU Threshold.
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® Outlet Name: User defines the outlet name.

® (Option)

x)

Edit PDU Config

Hostname: Lrnazing

PO ID: 1 Edit Cmtlet Narme:

Duflet Cuflet 1 ~

PDU Name: | | W LS &
Omflets,

Volbge: 115 | Ouflet B | OufleiB =

Onflet-C | OutletC

Thresholds
Outlet-In |OufletD

OutletE  |OutletE
Mandmm Current: Cuflet-F | OutletF

Cintled=IF Cintledis

O || Cancel

B Remove Selected PDU

B Update Device Information

Update the PDU information manually.

B Add Device Group

Create a new group.

X

Add Gromnp

Grooup Wame: | |

0K | Concel |

The default group is named “Lab”.

B Edit Group

Rename the group
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X

Edit Group Name

Orignal: |Lah |

Mew: |Lab |

0K | Cameel

B Remove Device Group
Delete an existing group. All PDU listed under this group must be removed
first.
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. Data Management

Export kW*hr Account to CSV
Export power data with CSV format.

Export Data Log to CSV
Export current data log with CSV format.

Export Events to CSV
Export events data with CSV format..

Remove kW*hr Account Records
Delete power consumption data.

Remove Data Log Records
Delete current data log.

Remove Event Records
Delete event log.

. System Management

Scan Subnet

Search all IP addresses of PDU that are connected under the same subnet.

Procedure:

a. Select the way to scan the PDU in the network.
» Scan network interface subnet

» Scan the specify subnet
b. Press the “Scan” Button to search all PDU devices under this subnet.
c. Checked the box of “ADD” that you want to add to the PDU Utility.
d. Select one of the groups in the “Device Group” to category the PDU.

e. Select “OK” to finish the procedure.
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Scan Domain

(%) Sean network interface subnet

|ASUS TeE/Broadcon 440 107100 Integrated Controller - Packet Schedu w |

PDU Utility Guide

3

{7 8can the specify subnet

IP: |192.1680.1 Net Magk: 2552552550

Bran

| SelectAll | [ Unfelect A1 |

MaC Ip Des:ription Add | Modify IP

Device Grronps:

£roup

Ok

B General Setting

This setting contains two functions.

General Settings

Emadl Addresz(1):

Ermail Address(2):

Emadl Addresz(3):

SMTP server: |

Authentication ioptonal)

Acrount; |

Pazzwrord: |

L

OK | Concel

]

Mail:

When the event occurs, PDU Utility can send out the email message to the

pre-defined account.
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B User List

Administrator can add, delete and manager all the user privilege here.

[ Add User | [ Cloee |

User Name Edit Delete

User can only change the password for the “Admin” account.

Change Fassword |g|

T zermname: almin

Pazzword.: | |

Password (again): | |

0K | Concel |

Add user:

User can be assigned to the authority of Read only or Read/Write.

Dser List |X|
[ AddTUser | [ Clo= |
Tzer Wame Edit Delete
Edit
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Edit User:

Change the password, authority for the user.

Add User X
eeirmaime: | |
Paspwond | |
Password (again) | |
Eead Eead/
Cuog Only  Wits
| oK || Cancel
Database Setting
Modify the database setting.
Database Setting |E|
Databaze Twpe ML Bettings
(%) Micromit Acces Host : |12'?.|:|.|:|.1 |
O MysQL Databage | |
Microsoft Arcess Sethings P |1.':":|t |

File Fathlame :
Pagond |

|D:".Prc:grsm Files\l mazing PDT_T".AmazingPD|

[ Select File ] [ Diefanlt File ]

.

PDU supports Microsoft Access and MySQL. Please select one according to
your power condition.
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B Service Control

Service control.

smartPD Service Control

Bervice Statns  Eumndng

I Stop |[ Restart ]

| oK || Concel |

Note:

If the service can not start, it could be the SNMP port had been used by
the other program in the Windows OS. Please close the program and then
restart PDU.
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3.3 PDU Information

1. Group Information:

PDU Utility Guide

List all PDU in this table and provide some important information.

Device  Data Management  Swstem Management  Help

_Device Raiirntinly
) Critical: a
Oy Waming: 0
(@ Ungeachable: 0
o Mormal: 1

Service Statos Start

= Group Iinfo | Device Info | PDU Info | Data Lo | Events
o 1921680193
gk o (]
o o 1071650103 Group Name: Al Devices Update
o PDT-01
Ti I'Ia.me IP i émup St&tu;s .T;Tpui;alte Tﬂm |
P 4TDUIL 1921680192 | group Normal 0071227 T 033519 ||

Device Summary

© Critical- Indicate output power of the PDU exceeds the setting of
ritical: overload.
A Warning: Indicate output power of the PDU exceeds the setting of

warning.

@ Unreachable:

Indicate that PDU Utility can not reach the PDU

+ Normal:

Indicate the PDU is working normally.

Service Status

PDU Utility service status.

When indicates “Stopped” , please go to System
Management> Service Control to “Start” the service.

lcon:

Indicate the PDU status by different icon.

Name:

The name of PDU.
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IP: The IP address of PDU

Status: Indicate the communication status with the PDU Utility.

® Normal: The PDU Utility communicates with PDU
normally.

® Querying: The PDU Utility is requesting data from
the PDU.

® Communication Lost: The PDU Utility can not get
data from the PDU.

® \Warning: The power consumption of PDU exceeds
the threshold of warning.

® Overload: The power consumption of PDU exceeds
the threshold of overload.

Update Time: The last time of update PDU information.

2. Device Information:

Indicate the network device information and connected PDU(s) information,
including:

B Network Information:
Indicate the network and system information, Including

® |P Address

® MAC Address

® System Name

® System Contact

® System Location

® Trap Forward IP: Utility can forward the trap coming from the PDU
to the given IP.

® Syslog Forward IP: Utility can send the log to the given IP which is

syslog server.

B General Information:
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Indicate the detected information from total PDU device and attached
device, Including

® Firmware Version

® Temperature

® Humidity

® Total Current: If this IP lists more than one PDU, utility can provide
the function to accumulate all the current consumption under this
IP.

® Device Warning: The warning threshold for all the current
consumption under this IP.

® Device Critical: The critical threshold for all the current

consumption under this IP.

BEE
Device  Data M t Swstern b t Help
s L Deices | Group Ino | Device Info | PDU Info | Dats Log | Events |
- gronp ; :
oo 102168033 Metwork Information Creneral Information
 FDU-01 IF Address: 192.168.0.33 Firmware Version: w4 .02-200810065m
MAC Address: 00:16:18:75:00:20 Temperatire:
Sarstern Maume: Amazing Hurnidity:
Sarstern Comtact: A dyndnn Total Current: 0.00
Swstern Location:  Office Device Warning:
Trap Forward [F:  N/4 Device Critical:
Swelog Forward [P N/A
Ieon 1D | Name Statns Coment | Time e
> M | [poU Womsl |0 2008225 FH 024, 1200 |15.00
: Dievvice Summeany
@ Critical: 0
O Warning: 0
@ Unreachable: 0
o Normal: 1
Service Status: Start

The connected PDU information included:
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Icon:
Indicate the PDU status by different icon.

1D:
The identification of PDU.

Name:
The name of PDU

Status:

Indicate the communication status with PDU Utility.

® Normal: The PDU Utility communicates with PDU normally.

® Querying: The PDU Utility is requesting data from the PDU.

® Communication Lost: The PDU Utility can not get data from the
PDU.

® \Warning: The power consumption of PDU exceeds the threshold of

warning.

® Overload: The power consumption of PDU exceeds the threshold of
overload.

Current:

The PDU power consumption.

Time:
The current time.

Warning Current
Display the setting of PDU for warning threshold.

Overload Current
Display the setting of PDU for overload threshold.
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3. PDU Information:

B PDU System Information:
Provide the PDU information and status.

B PDU Power Information:
Provide PDU power information; if the PDU support outlet control, you can
click the hyperlink and enter to the PDU web page to control the outlet.

AmazingPDIT
Device  Data M nent  Svstem b t  Help
® o/ Al Devices | | Grown Info | Device Infa | PDU Info | Datn Log | Events |
H ‘_( %DLIIDQZ_ISS_D_S? PDU Bystem Information PDU Power Information
 PDU-01 PDUT Name: PO Current: (]
Model Name:  Direct PDTT Voltage: 115
Model Ho.: DFDII02 Warning Current: 16
Current Time:  2008/4/22 _F4F 10:03:38 Overload Corvent: 20
Status: Hormal ONXOFF: 192.168.0.57
ODsily  Dak: |200804:22 =
© Monthly Month: | 200804 ]

@ Custom  From: 200804220759 2 | To: 200804221159 %

Power Consumption Chart

7F T T T 3
s L 4
5E 4
e
Eat -
=
Device Sumumary 8 Sf 1
@ Critical: 0
O Waming: 0 i &
@ Unreachable: 0 &
o Nomal: 1 1 1 1
2:00 9:00 10:00 11:00
Service Status: Start Date Time

B Power Consumption Chart:
Provide the chart for the PDU power consumption record. Administrator
can check the record by Daily, Monthly, Custom-defined time period.
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4. Data Loq:

Provide PDU current data and power record.

PDU Utility

Guide

Dewice  Dats Management  Svstem Management

= o Al Devices
- 1921680193
=« group
B 1921680193
' FDUOL

Devics Summary

@ Critical: a
& Wamning: 0
@ Tnreachable: 0
& Nommal 1
Service Status: Start

Help
| Groum Info || Device Info | DU Tndo || Dt Uog | Bvents |
Hostuame:  102.168.0,193 (FDU-0L)

Log Type

&) Curent ) Power (kWA

@ Monthly Month: | 200712 =

O Custom  From: | 27 | e |0

Records per page: _
= |[=] w2

o} Coreent -
1 0.00

200713427 16.03 i 000

20071227 1602 It 000 |

200712027 1501 i 000 |

200712427 16.00 I 00 |

2007412427 1559 It 0.00 I

20071227 1558 i 000 17

0072727 1557 i 0o

200741227 1556 It 0.00

200712427 1555 It 000 |

200712127 1554 i 000 [

2007112127 1553 It 000 |

(200741227 1553 It 000 b

2007412027 1551 It 000 |

200712127 1550 i 000 |

200712427 1549 I 00 |

2007412427 1548 It 000 |

20071227 1547 i 000 |

200712127 1546 It 000 |

lonna 15.4c Iy ln.nn i

5. Events:

Provide events log.

Amazing PDU

Device | Data Management

System Management  Help

= of AL Devices
Gof 1921680192
= group
=« 1921680193
~-of POU-01

| Growp Info | Device Info | EDU Info | DataLog | Bvents ||

Hostname:  192.168.0.193 FDU-01)

® Manthly Month: |200712 &

O Crstom

From:

[Hostname 1

DU

Event Current

20072027 FOF 033058 |1

| Amazing? DU Service - odd anew PDU |0

Dievice Sunumary

@ Citical. 0
& Warning: o
@ Uneschable: 0
»  Nommal 1

Service Status: Start
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4. Remarks

Please read this operation manual carefully before operating the

device.

To prevent potential power damage do not use 2-wire extension cords.

Ensure DC outlets at PCs and displays are on the same phase and have

correct and common grounding.

Limited Warranty:

(1) In no events shall the vendor’s liability for direct or indirect, special,
incidental or consequential damages, loss of profit, loss of business,
or financial loss which hay be caused by the use of the product
exceeds the price paid for the product.

(2) The vendor makes no warranty or representation, expressed or
implied with respect to the contents or use of this documentation,
and especially disclaims its quality, performance, merchantability,
or fitness for any particular purpose.

(3) The vendor also reserves the right to revise or update the product
or documentation without obligation to notify any user of such
revisions or updates. For further information please contact your
vendor.

5. Notice

1.

w

All other company or product names mentioned herein are trademarks
or registered trademarks of their respective companies.

Specifications are subject to change without notice.

Please read user manual carefully before operating the device

Please use the power adaptor accompanied with this product. Warranty
does not cover for damages caused by pairing other power adaptor
Please check all connecting devices are properly grounded to avoid
electric failure

This product has limited warranty for one year from defects in material
and workmanship. Items that are physically damaged, misused,
tempered with or altered are void of warranty. For further details please
contact your distributor. In case warranty sticker is damaged or missing,
warranty is void. For further details please contact your distributor.
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