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1. Installation and Uninstall

Before installing your software, it is better to shutdown other running application
programs, in order to keep away conflict.
Please put the CD with software into CD-ROM, it will be running automatically

and pop-up follow interface.

Select Setup Language |

Select the language to uze during the inztallation:

ak. Cancel

Select an installation Language, Click “Next”, enter follow interface



B

Welcome to the Fingerprint
Access Control & Time Attendance
System Setup Wizard

This will install ZK. Fingerprint &ccess Control & Time
Attendance System on your computer,

It iz recommended that you cloze all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

Mext » I Cancel

Click “Next”, enter follow interface:

Setup

License Agreement
Pleaze read the following important infarmation befare cantinuing.

Flease read the following License Agreement. Y'ou must accept the terms of this
agreement before continuing with the installation.

EMD-USER LICEMSE AGREEMENT FOR THIS SOFTWARE -
Important - read carefully:

Thiz End-User Licenze Agreement ["ELJLA"] iz a legal agresment between pou

[either an individual or a single entity] and the mentioned authar of this Software far

the software product identified sbove, which includes computer zoftware and may
include associated media, printed materials, and "onling" or electronic

documentation ["'SOFTWARE PRODUCT"). By installing, copying, or otherwise

Lsing the SOFTWARE PRODUCT. you agree to be bound by the temmns of this

ELILA. If you do not agree to the terms of thiz ELJLA, da nat install or use the
SOFTWARE PRODULCT. Ll

accept the agreemen'_\_

= | do not accept the agreement

< Back I Next » I Cancel |

Please read this License Agreement carefully, do you accept all the term of
the content license .if you choose NO, the step will close, want to install you
must accept this. Select “I agree” and Click “Next”, enter following interface
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Select Destination Location

‘whese should Fingerprint Access Contiol & Time Attendance System be installed?

Select the folder where will install file in. Click “Next” enter
following interface:
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Setup

Select Components
Which components should be installed?

Select the components pou want ta install; clear the components pou do not want to
install. Click Mext when pou are ready to continue.

-
Fingerprint Access Contral & Time Attendance System E5MB
b arial 0.7 MB

Current selection requires at least 7.9 MB of disk space.

% Back I Mest > I Cancel |

After select installing component. Click “Next”, Enter following interface
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Setup

Select Start Menu Folder
‘Where should Setup place the program's shortcuts?

Setup will create the program's shortcuts in the following Start Menu folder.

i
daa
To continue, click Mext. [f you would like to select a different folder, click Browse.
= int 2o “antrol & e 7Y Browse... |

< Back I Mest » I Cancel

This window is to confirm the name which is created in “Start/Program” item.

Click “Next”, display following Interface
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Ready to Install

Setup iz nows ready to begin instaling Fingerprnd Access Contral & Time
Abtendance System on pour comgpuber.

Click Install bo continue with the instaliztion, or click Back if you want bo review of
change any sellings.

Destination bocation: =]
C-"Program Filesh.5 oftware\readematman

Setup lyps:
Ful

Selected components:
Fingerpint Access Control & Time Attendance Spstem
Marual

Start Menu folder;
Fingerprint Access Contral & Time Attendance System

. o

cpack  [Tmmal )| cancel |

After enter into this interface, it is show that you have finish all configured to
setup, if want to modify, Click “Back” to return, Otherwise click “ Install”, the
installing program will copy and write corresponding information into hard disk,
After finish installation, click “Finish” to complete the process.

2. Equipment Management

First add equipment, open “Equipment” in the “Base setup” menu, the
display interface is following
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Ly - Device Info  Communition |W'|egand| Blumelncl Puwerl Iifare | Other I
Maching Mame |
TFi0 Communication p

Mame IFm—
Communication type  [FEE A 5 Device Murnber I—‘I
BaudRate [115200 [ Pt JCOMT =]
Communication key I R |

—Communication optian

BaudHateI vl Device Mumber I
IPhddess| 0 . 0 .0 .0 NetSpeedI vl

Communication key I

‘I LI = | Ettierhet = BEZse I~ | BE4EE

Add Delete | Headetionsl SefNptians |

Click “Add” button underside of the list, display interface is following

Connect to fingerprint machine Ed

Communication type | Serial Port/R5485 =]

Machine rum.: |1 j
Part Mumber; IEDW j
Baud Rate |115200 |

Communication key: I

Mame INEW [drit

Test u:u:unneu:tiu:unl o OF |

[f pou don't zet the pagsword in device you not require input password
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Serial Port/ RS 485 Comm.

Fingerprint Reader No.: according to the reader No. to fill, e.g.
fingerprint reader No. is 1

Port: properly select the comm... port to connect PC, the default port is
com1

Baud Rate: Select the same baud rate as the fingerprint reader; the default
value is 38400 at its original setup

Comm. Password: It isn’t need to fill the pass word in the default condition,
if there is a setup password in the fingerprint reader, please input correct password

Name: According to the purpose of equipment, select a observable name

Ethernet Communication

Connect to fingerprint machine I
Communication bpe i

IF address: I 192 168 . 1 .20

Port: [4370

Communication key: I

M ame INEW [nit

Test connection o OF X Cancel |

[f you don't zet the password in device pou not require input pazsword

Fingerprint reader IP address: Default address is 192.168.1.201,

8
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please input the IP address of the fingerprint reader that want connect
Port: the default port is 4370, it isn’t need to change
Communication password and Name is the same configure as Serial Port
/Rs485
This is two ways for above-mentioned fingerprint reader communication. User
can choose different way to connect, after complete setup, Click “Test linking”
button under window to test linking, pop-up “successfully connects”, and then
click “Ok” button to save the linking parameter of this fingerprint reader. If pop
-up “Fail Connect”, please check the linking parameters are correct whether or
not? Add the next fingerprint reader as before do.
If want cancel a fingerprint reader, select this unit, and click “Cancel” button on

underside

2.1Commication Setup

Communication Setup: Click “Read Setup”, it can show communication setup

of all to be connected equipment. Like as below figure
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Device manage
phsb——— = . = = = =
£ Device Info  Communition IWlegandI Emmetncl Powarl leare' Other I
| Machine Mame |
y F10 Communication parameter
Mame (F10
Communication type [EE N Device Number I 1
Baud Rate |1152DD 'l Bat ICDMW 'I
Communication key I Tl B e |
~Communication option
EaudHaleI v Device Mumber
|Paddess| 0 . O a.0 Met Speed -
Communication key I
4 I _'I I= | Etfiermet Bl Fisasy I~ R54E5
Add Delete | Read Options | Set ipticrs |

Connecting Parameter: This is all kinds of communication parameter which is
used to the software connect to the reader

Communication Setup: The setup of fingerprint reader communication, If
want to change some communication configure, than click “Read Setup” to
obtain all origin parameter, and modify it as need, last click “ Restart
Equipment” in the “Application Setup” page , complete the operation.

Note: if use RS232 to communicate, recommend to adopt 115200 Baud Rate,
if use RS 485 to communicate, better to utilize 38400 Baud Rate

2.2 Fingerprint Reader Information

Click “Fingerprint reader info” in the “equipment Management” item,

display interface is following

10
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Device manage

Click “Read Setup”, the base information of fingerprint reader will be list.
Like following Figure

Device manage

11
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2.3Wiegand

Click “W.iegand” in the “Equipment Management”, display interface is
following

Device manage

rlist———— = . > . =
L Dewcelnfn' Commurition Wiegand I Blnmatncl Powerl Mllale' Other |

Machine Mame
ﬂ "(" Pre-Definedformat ————— | [ User-defined format

iegandz6 with DevicelD[Site Code| Tatal bits 0

1D start l_n
I™ Failed ID 0 D Bite I_D

W Site code 1
Pulse Widt i Pulse Interval
I 100 yseeand 900 second
¥ Use Default ¥ Use Default
| H

Add Delete | Headetlonsl Set Dptions |

Click “Read Setup” can to obtain all kinds of wiegand parameter which
store in the reader.

Defined Format: this format has been defined and built in the system; it
isn’t need that user define the length of Bit and the location of information. There
are four default defined format: wiegand26 with device ID. wiegand34 with
device ID. wiegand26 without device ID. wiegand34 without device ID. The
wiegand 26 with device ID mean that the W26 output format along with
equipment 1D and the wiegand26 without device ID point that the W26 output
format doesn’t own the unit ID, Here the equipment ID is defined by following: if
there is no set of the site code, then it will output machine code. And if the site
code has been set, it will output the defined site code (which is similar the

machine code, there different is that this code is defined by user and can recycle to

12



Fingerprint Reader Software Manual

use, range is 0-255)

Fail ID: Export Fail ID after verified is fail, when it has been selected; its
output range is 0-65534.

Site Code: similar the machine code, which different is that this code is
defined by user and can recycle to use in different unit, range is 0-255)

Self-define Format: User define Wiegand output format by he self

Total Bit: the length of output format

ID begin: The start location of the ID code in the total bit

ID Bit: The length of ID code

Pulse Width Time: the default to send pulse width time is 100#s, if the
controller isn’t able to receiver the weigand signal, can adjust value from 20 to
800

Pulse Interval Time: the default value is 900 Hs, can adjust from 200 to
20000.

2.4 Verification

Click “Verification” in the “Equipment” item to read setup,
following interface display

13
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st

DBVlceIme' Eommun\tlon' Wiegand Biometric |Powar| leare' Other I

tachine Mame ’
y 1:M Threshold -

1:1 Threshald IHigh =
Only 1:1 werify IYes -

Only verify 1D card INo hd
Redister Mitare card only INn S

KN |
acd &I Headﬂphnnsl SO DS |
I
1: N Match Threshold: A predefined number, often controlled by a
biometric system administrator, which establishes the degree of
correlation necessary for a comparison to be deemed a match. If the
score resulting from template comparison exceeds the threshold, the
templates are a “match” (though the templates themselves are not
identical).the default value is “high”, you can modify it
1:1 Match Threshold: It mean that match fingerprint threshold after

presenting the Card, the default value is “high”.

Only Verification No. Card: It is mainly designed for ID card, when you
choose “Yes”, a user directly use ID card to verify enough, to verify doesn’t need
to press fingerprint. When you choose it as “NO”, you must verify fingerprint
after present the card until pass

Only 1:1 Match: This feature is only available that a user own fingerprint,
ID card or Mifare card for verification, can configure “Only 1:1 Match”, if you
choose “Yes” to this setup, must first present a card, and then press fingerprint. If
doesn’t slide a card, there is no reflect to fingerprint in the unit.

Must Register Mifare Card: there are two statuses to register a Mifare card,

14
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if the card was configured to “Must Register”, it is only to verify the user who’s
ID has stored in the fingerprint reader. The no to be store user will not be verify.

When you choose the item as “NO”, no matter there are user’s ID information in
the unit whether or not, it will export as the user and fingerprint template is

verified successfully.

2.5 Power Management

Click “Power Management” to read setup. The following is display interface

Device manage
rhis——————

Machine Mame
i

Davicelmfu' Commun\tion' Wiegandl Biometric  Fower |Mifare| Other I

Idle Option iRl

Idle mirtes a0

[« | 5
Add Delete | HeadElDt\onsl Set Options |

Firstly read the parameter of " Power Management”, modify the state of "

Idle Setup” and minutes of " Idle Time", then click the" Application Setup” to
complete set. When the idle time is 0, then the idle setup function is off. When the
value more than 0, the machine will enter into idle state after arrives at define time.

You can resume normal working state via press the button on the top of reader.

15
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2.6 Mifare

Click “Mifare Card Setup”, display interface is following

Device manage
rls——

Machine Mame
i

Devicelnfo' Eommunit\on' W’iegand' Biomatric' Power Mitare |Dthe| |

FP count |1 3 Start sector Number for FP IU 3'
Sector count for FP |10 3, Card key I [wiite anly)

[+ | i
Add Delete

Fingerprint Amount: How many fingerprints do store in the Mifare car

Set Options |

Fingerprint First Sector: the first sector of Mifare card to store fingerprint
Fingerprint Total Sector: fingerprint appropriate total sector.
Password of card: Read and write password of card, you only can set it,

can’t obtain it

2.70ther Setup

Click “Other Setup” the following appear
Restart Unit: Click the button to restart fingerprint reader.
Clear Administer Privilege: this function can clear all administer privilege

which has registered in the reader.

16
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Upgrade Firmware: We suggest that user doesn’t use function at random,
after receivers the manufactory notice, according to the guide which factory offer

Initial Equipment: This function is mainly used to clear all data in the
reader.

Seize Fingerprint Image: This function can be used to view fingerprint
image, if want to inspect fingerprint image, please place finger on the sensor
window, don't move, and then click the button, and will see the fingerprint
image. .

Department Management
Click “Department Management” in the “Base Setup” menu, pop —up the

Department Management main interface, like as following figure.

Department Management
4 &£ | &6 |

-R&D Dep
- Oversea Dep

Prompt

If yows want to edit department names, what
wou need to do iz juzt to click on the
departrent name twice or ta press F2 1 you
want to modify departments’ subordinate
relationship, you can drag the department to
modify to a new superior department name.

Click or to add or delete a interrelated department,

17
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£

After established a new department, if want to shift a staff to the department,

is “Shift Department Staff” Button.

first select the head -office, then click Shift Department Staff button, pop-up

following interface

Employ Employees %]
Employes Our Department's Employees
AL No. |Name | ﬂ AL No. |Name | =
¥ O A

2 B
Add x> | —3 L
4 D

IL LCloze

Right side “Our Department Staff” is all employee’s list, first choose the
employee who is shifted, and then click the “ Move «” button to move the

employee who is changed to the left side list. Like as following figure

18
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Employ Employees

As follow, select the name of corresponding department, click enroll staff button

19
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Employ Employees
Employee Our Department's Employess
AL Mo |Name | ﬂ AL No. |Name |
Lk A Ld

IL LCloze

Select the staff of left side List; click “Enroll»” to add the staff into the right side
related department, to complete to shift the staff.
To shift a staff can directly process in the “User Management”
User management
User management that is the process to maintenance user, click
“User Management” in the “Base Setup” menu or the shortcut button,
pop-up a staff maintenance main interface, as following

20
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User Information Maintenance r

User |
- ]| wfmfe|=] || x|
Depattment | OLIR COMPANY = [ H
D [*||Mame [+]|Depatm=||Gend|Title [~ ]|Priviege [+ ][C] . I“—
1 |1 [OURTOMP| | | User| S
No |1
Gender| © Male ¢ Female
Titlal
Privilege | User 'I
Card Numbell = T & Em
[ Fingerprint manage(Require U.are.U Scanner support)
B Connect Device
IEnruH with senzar | Enroll with Fingerprint device |
Errall | Werify |
From Pe to Device | From Device to PC |
wiite card by FP device | Empty card by FP device |
|Enunl 1 |
4] | 3 I
FP enrcllment status | Import | Expart |
Please connect device first.If you want to enroll fingerprint or 0 card.

Add User: Click “+” shortcut button in the staff maintenance bar to add new

user.
Cancel User: Choose the user who want be deleted, and click “-” to cancel the
user.
Photo: There are two ways to attach photo, one way is directly import photo into
the file, and other way is to utilize a camera to seizing image.
Fingerprint Management
Fingerprint Sensor Enroll: If you have purchased a U.r. U sensor, can
install it’s the driver program which is under the Driver directory with CD. After
complete to install driver program, and connect fingerprint sensor to the PC. If
there is no the U.r. U sensor in the system, this function is off.
To use U.r.U sensor can enroll user's fingerprint under the connecting
condition, after the enrollment process finish and close enrolling interface, the
system will store the user’s fingerprint into the local Database, can send the new

21



Fingerprint Reader Software Manual

user’s info to the fingerprint reader via “From PC to Fingerprint Reader”. The
enrollment interface like as following figure illustration.

Fingerprint regiztration

Select the finger which want to be enrolled to enroll; if want to delete
this fingerprint, please double click this finger.

Fingerprint Reader Enroll: Use the fingerprint reader to enroll. Select the
fingerprint reader for enrollment, Click “connect enrollment equipment” to
connect reader, after to connect successfully, clicks "Enroll" to begin registering
fingerprint.

22
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Enroll Mifare Card: Choose the user who want to register the Maifare Card,
then click "Through Fingerprint Reader to Write Card", the software will
remind “Present Card" , to slid the card near an appropriate place in the
fingerprint reader, after to show "Write Card successfully” on the unit, this user's
code and the fingerprint will store in the card. Click “Through Fingerprint
Reader to Clear Card" to delete user's data in the Mifare, the program remind
“Present Card”, to slid the card near an appropriate place in the fingerprint reader,
after to notice "Clear Card successfully” to show the operation well.

mzNote: this feature is available only to the fingerprint reader which support Mifare
card enrollment
Fingerprint Register Status: to show the detail of user and fingerprint register
Sort Order: can arrange the record accord to the ascending or descending order
in the record list, directly click the head of rank to achieve, following figure is the
process of sort order which according to the name.

User Information Maintenance ]

User List
] IR T I N S
Dipartment | OLUR COMPANY -]
D [*]|Mame [=]|Departmi[=]|Gend|Title  [=]|Privilege  [+]|C] " I‘JM—
1 Alen OUR COMP User e
2 Mick OUR COMP User Mo [18
e Sucy BUREOME, Lo Gender| © Male ¢ Female
4 Jack OUR COMP User
5 Vicky OUR COMP User Title: I
[ Coke OUR COMP User Privilegs [ User =
7 Suzan OUR COMP User o
8 Spit|OUR COMP User | | |C6IE M HmbEe = wm S i
9 Sarzh OUR COMP User
10 Hebe DUR COMP User Fingerprint manage{Require U.are.ll Scanner support)——————
" Jasan OUR COMP User = Cremrek B
12 Simmon | OUR COMP User
13 Al OUR COMP L
T A:;I DU COMP Uiz: Enroll with sensor | Enrall with Fingerprint device |
15 Lucy OUR COMP User Erwall | Werify |
16 Lily OUR COMP User
17 Summer  [OUR COMP User : .
18 i OUR COMP Uis From P to Device | From Device to PC |
frite card by FP device | Empty card by FF devicel
|Counl 18 ‘
| | > |
FP enrallment status Impart | Ewxport |
Please connect device first.If you want to enroll fingerprint or [0 card

23
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Choose a triangle symbol which is beside the field, according to ascending
order to arrange when the triangle symbol point upwards, otherwise, the triangle
symbol point downwards that means the sort order follow the descending order,
you can click triangle symbol to change the rise or down rank.

Statistic: the software can automatically count the total record and also can count
grouping record. E.g. above figure, Department: R&D Department. Count=1. That
means there is only 1 staff in the R&D Department. But underside show Count 50
that means there are 50 records now.
Import:  This function can realize to import this software and also all kinds of
format user’s data file.
This system support following format data to import
MS Excel. MS Access. DBF. XML. Text File. CSV file, we recommend
use the CSV file to import, the following example which use CSV file to import
user’s data is used to illustrate how to import data.
1. First click the radio button of CSV file, then select the file that want to be

import.

24
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Import data wizard

| mpart fron
i M5 Excel
i M5 Access
i DEF
i HML
= Textfil
r\- 2

Source file name

Template Options

[~ Goto the last page after loading template

[~ Save template automatically when wizard closes

Help | < Back | Bl LCancel Erecute

2, Click “ Next” , the following figure appear:

25
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Import data wizard - Import from 111 _cs¥ I
Step 2 of 3
8 Sclect fisld name from the list box, then click at the column ta impart this field ta. ]
Fields e I Col Number I 'I Skip linefs] IU
@USEIID I I i
@badgenumber Column 1 [ Column 2 j
@Name UserID MName
@\-"erificationMethod & Alen
B DefaullD eptiD e HEbs
@Gender 11 Jason
@Title 1z Simmon
@Photo 1z Alice
@F‘rivilege i: ingEl
B Passward B L‘_Aiy
CardN o
@ SIS 17 Sunmer
12 Jim
=4 Hick
2 Sucy
a4 Jack
3 Vicky LI
Help | < Back | i = | Lancel | Erecute |
The left side list is a field list, the right side is a import file rank, there are

Skip line(s) on the right-up part,

that means want to skips amount of the line, if

the first line to be import isn’t material data, you can fill 1 here, that show to skip

the first line to import data.

Fields List Explain:

UserID: The ID only is used in the system interior, it is useless to import

the fields, please don’t use the field

BadgeNumber: User code

, this code is that user adopts the number in the

fingerprint reader and the software.

Name:

User name, these fields must exist.

VerificationMethod: The verification method of user. This item can be

neglected.

DefaultDeptID: Department ID. If you wan to import the data from other

26
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origin, this item can be neglected.

Gender: Males or Females

Title: Title

Photo: photo, can be neglected
Privilege: Privilege, can be neglected.
Password: Password can be neglected.
CardNo: ID card number can be neglected.

3. First choose the field in the Fields list as to import, then select the
corresponding rank in the right side list. The Fields list will automatically attach
the corresponding number to the name of field, such as it is, arrange all fields and
corresponding rank after to complete, click next.

If you want to cancel a field’s setup, first choose the field, and then click
corresponding rank, the software will cancel this field’s setup.

4., Click the * Execute” button to run importing operation.

Export: This function can realize that the software export user’s data via all
kinds of format which can be support by the software. In order to it is convenient
to supply third party to use.

Click the “Export” button, appear following interface

27
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Export dialog x|

Destination file

I Select. .. |

¥ Open file after export [~ Print file after export

Export Type | Fields I Enlmatsl Header & Footerl Caption & Width I Excel Elptiunsl

Formats | Options |

r Export to

' M5 Excel ML " DIF File

" MS Access " DEF " SYLE File

™ M5 word " FDF i LaTex

" RTF i~ Text File SO

" HTML " C5Y File " “windows Clipboard

Tools | Start Expart I Cloze

Following, take the exporting MS Excel file as an example to explain:
1. Select the object file which is to be exported

28
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Export dialog -- Export to [user list.xls] |

Destination file
|D:'\F'ri'\ZkEmNetM ansdutsuzer ligh wlz

[¥ Open file after expart [~ Print file after expart

Export Twpe | Fields I Enrmat&l Header & Fu:u:terl Caption & width | Excel Dptionsl

Formats I Options |

— Export to

{* M5 Excel MM " DIF File

" M3 Access " DBF " SYLK File

M5 word " PDF " LaTex

" RTF " Test File 5oL

™ HTML ™ C5Y File ™ Windows Clipboard

Toolz | Start Ewport Cloge

2.Click “Star Export” button to export the file via default format, otherwise,

can configure exporting content through to click the different option card.

Fields: Select the field to be export, the default is all, it is only to export
field’s content after selected field.

Formats: Be exporting format of defined all kinds of field value.

Header & Footer:  The file to start and to end of the text.

Caption & Width: The title and width of field

Excel Options:  Set font

Transfer User’s Information and Fingerprint
Form PC to Fingerprint Reader: the user which is store in the database

29
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will be uploaded to the fingerprint reader, click “forms PC to fingerprint

reader”, pop —up the interface to upload user’s data.

From PC To Device

User Devic
Select  |[=|[ID [=l[Name  [+]|Departm~]| Priviege [+] Select [+]|Machine [~]
O f 1 OUR COMP User O [Mewlnit |
] 10 Hebe OUR COMP User
O In Jason OUF: COMP User
O 12 Simmar OUR COMP User
O 13 Alice OUR COMP User
O 14 Angel OUR COMP Usger W Userinfo
(] 15 Lucy OUR COMP User ol i
O |1s Ly OUF: COMP User L]
o |7 Summer | OUR COMP s [RLAESEEE
O | Jim OUFR COMP User - -
o |z Mick OUR COMP User | [iUpload L) |
] 3 Sucy OUR COMP User Delete O] |
118 | =
| ] Enmror Log |
select Al | nvait Al | coserg | Select al Invert Al

Matice:the onlp user information be deleted by canceling operation in fingerprint device, the user information <till stare up in system.
Cache mode can improve speed.

|
Upload: Based your need, Select a staff and a uploading fingerprint reader,
click “Upload”, it is able to upload user’s data to the defined fingerprint reader, it
is batter to pitch “User Information” and “Fingerprint” on check box in the
normal condition, if only user’s information need to be modified, and his

fingerprint don’t be upload, there is no need to choose “Fingerprint”

Notice : User’s data include user information and
fingerprint.
Delete: If you want to delete a user in a fingerprint reader, first choose user
and corresponding fingerprint reader, and then click “click” button.
Operation Log: That is an error log during operating process
Batch: Utilize the funcation to speed up communication when a lot of users

are uploaded, it isn’t need to a few user (E.g... 30user)
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Form Fingerprint Reader to PC: The user which is store in the fingerprint
reader will be downloaded to the local database, click “Form fingerprint reader

to PC”, pop —up the interface to download user’s data.

From Device To PC | x|
Devic
Browse Usais indevice |

Users In Locale Databaser Mew User [Mot In Locale Databaze
Machine hd
[New Uit |

select [=][ID [~|[Mame  [=|[Depattm[~||Priviege (= ||| |[Select [=[ID [=|[Mame [=||Priviege =

<Mo data to displays <M data to display>
E I | C \ |
Selectal_| Il | Selsctil el
Al Users _ _
[~ Cache mode Download (U} Delete D] | Error Log I Close [%] |
 MewUsers

Maotice:the only uger information be deleted by canceling aperation in fingerprint device,
& Select Users Cache mode can mprove spesd

|
Select a fingerprint reader No. to download user’s information which is on the left

side list, click “View User in the Fingerprint Reader”, it is able to display all
user in the fingerprint reader, Select a user to be downloaded, click the
“Download” button to download the user information and fingerprint from
fingerprint reader to local database

View User in the Fingerprint Reader: Display all users in the fingerprint
reader

Download: Download user data to be selected.

Delete: If you want to delete a user in a fingerprint reader, first
choose user, and then click “click” button.

Batch: Utilize the funcation to speed up communication when a lot of users
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are Downloaded, it isn’t need to a few user

Operation Log: that is a error log during operating process.

3. System Setup

Open “System Setup” in the “Base Setup” like as following

System setup

e JOUR COMPANY

N Set database connectionl ™ ‘wihen start-up ‘wWindows, start-up this program
0K I X Cancel |

Unit Name: The unit name is used in the software.
Set Database connection: Click “Set Database Connect”, will pop —up the

window of the defined path database, like as following picture.
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B Data Link Properties

Sync Windows Start and to Start this Program: After select this item,
when the PC start, the program will run automatically, otherwise, when the
PC start, the program will not run automatically.
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4. System Management

System Management includes that Operator Management,
System Operation Log, Backup Database, Clear old Data, Initial
System and Set Password of Database.

4.10perator Management

Click “Operator Management” in the “System Management” menu,

Pop-up the main interface of administers maintained, like as following

:, Administrator H[=]
AL Na. |Hm |
M 12 Simmon

W Edit passwaord a=t= Operation right
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Click *“ Administer”, Pop-up the two item of * Add Administer” and
*“ Cancel Administer”, and then pop-up a user list frame, Select a user to be add a
administer, and the click “ Confirm” to pop-up a distributing privilege list. Like

as following figure.

Set Adminigtrator's Purview
Iterms that can be autharized: 9 *
Item Fead only & [FullContral
Diepartment ] O
|Jser Manage O ]
Devices List O O x I |
System options O ]
Skart moritor ] ]
Log Query ] O
Operator manage O ]
Systern operate log [E O
Backup Database O |
Compact the database O ]
Clear all outdated data ] O
System [nit O [
Set database connection
D atabaze password

Put a remark in the administer privilege, and then click “Confirm”.

If want to cancel administer, click “Administer” firstly, and then click “Cancel

Administer” to complete the operation process.

It is able to modify administer password and operation privilege after a
administer is added

4.2 System Operation Log

The system operation Log is a track record which records this
software operation history, and utilize list mode to record all operation.
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Click “Cancel”, this operation is availed to delete operation log to the
defined previous date, appear following figure.

= =
& System operation log

Delet4 34 1408 'l log Delete |

s that column

3 32406 12:48:20 AM &l zer Manage

4 3/2/06 12:51:26 AM tlUser Manage

5 342706 1: 20026 AM tlUser Manage

E 3/2/06 1:39:26 &M &l zer Manage

7 3/2/06 1:59:51 AM &S ystem options

8 342406 2:02-00 AM t0perator manage
9 342706 2:04:18 AM %Spstem operate log

4.3 Data Maintenance

The Data maintenance is, consist up Backup Database, Resume Backup,
Compress Database, Clear Old Data, four module Buildup.

4.3.1 Backup Database

Click “Backup Database” in the “System Management” menu, pop-up a
dialog-box to backup database 1, you can name it as your favor, and save it in
the defined location, like as following picture:
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Save jn; I'a readernetman j ﬁl

At2000.mdb

File name: IM Save I
Save a3 type: IMiu:n:usu:uft Access Database j Cancel |

A

4.3.2 Resume Database Backup

Use backup database to replace current to be used database file, it can

complete resume process.

4.3.3 Database Compress

Click “ Database Compress” in the “ Data Maintenance” menu,
to compress database, it is only capable to Access Database

4.3.4 Clear Old Data

Can use the funcation to clear old data which are useless to utility, click
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“ Clear Old Data” in the “ Data Maintenance” display interface as following %I

Clear Obsolete Data x| I

—aC Clock-indout Recaord
Cloze Drate I January 31, Eﬂj = OF
Backup to |EEERINIIIRETS: .E_’*J

Click the Menu to choose the date, and than “Confirm” to clear old data at
once, then old record data will backup in the installation directory automatically.
ZDZ Notice: The delete content doesn’t includthe ending date be selected.

4.41nitalize System

Click “ Initialize System” in the *“ System Management” menu, pop-up a
warn dialogs box, like as following figure , executes the command all the system

will be initialized, after this operation the all data will be clear.

Fingerprint Header Management Software EZ

& Initializing the zustem will clear all regiztered data. Do you want to continue?

mz Notice: Be Careful, use the operation
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4.5 Set Database

1. Connecting Microsoft Access Database setup
( 1) Provide program to select Microsoft Jet 4.0 OLE DB Provider;

B Data Link Properties |
Pravider I I:n:-nnec:tin:-nl .ﬁ.dvancedl Al I

Select the data you want to connect to;

[LE DB Provider|z]

Microzaft.Jet 4.0 OLE DB Provider
Microgoft OLE DB Provider for Intermet Publizhing
bicrogzoft OLE DB Provider for QDBC Drivers
Mizrazaft OLE DB Pravider far Oracle

bdicrogoft OLE DB Provider for SOL Server
izrozaft OLE DB Simple Provider

kS Remate

kS0 atashape

Mest »» |
| k. I Cancel | Help |
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If
(2 ) Click “Next” or “ Connect” enter the following interface.
CIick button, Can select the database file, the default name is
att200.mdb, according to real condition to renew setup of the database
connection.
2 . SQL Server Database Connecting Setup
First you should establish the empty database on the database server.
you can find a script file with the name of sqlserver.sqgl in the directory of
instating CD, the empty database is established in the front of the
searcher of SQL Server, and then open the sqlserver.Sql script files, to run
database which is to create this software.
In the Provider Select Microsoft OLE DB Provider for SQL Server, click
“next” or “connect” to enter this following
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BD), Data Link Properties

Co
nfirm the server name for storing this database, information for logging on this
serve, and the database name. After run test connection successfully Click (OK)
button to complete settings
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4.6Set Password of Database

User who need to encrypt this software database can utilize the function
encrypt the database, we strong suggest user who uses Access database encrypt
the database in order to ensure security, Please distinctly keep in mind the

password after set it.

5. F10 Various Card User Guide

F10 offer a Finger user, Card user, Card+ finger etc. Multi-user status.
—. ID Card User
1. Enroll ID Card
There are two statuses to enroll ID card.
A, Only Own ID Card Use
It is suit the user who own the higher privilege or the too poor fingerprint to
identify, reference “User Management” part of fingerprint reader user guide to
enroll user, the enroll process is that: Add User— Input User Base Info. —
Connect to Fingerprint Reader with ID Card— Wave Card —Save ID Number—
Upload User Base Info.
B. User Verified by fingerprint and Card
It is optimized for the general population, user have to enroll the card and
fingerprint, there are two way to verify for user, one is to present the card to
identify, other way is verification fingerprint after waving card near the properly

place of the reader. the enroll process is that: Add User— Input User Base Info.

42



Fingerprint Reader Software Manual

—Connect to Fingerprint Reader with ID Card—Enroll Fingerprint—~ Wave Card

—Save ID Number—Upload User fingerprint and Base Info .

2. ID Card Verification Modal
There are following verification modal for ID card user.
A. Only verification No. Card
User only need to wave the ID card has been registered in the unit near the
front of the reader or place the finger on the sensor to match for verification, this
verification way are applied to the low security requirement area, but it is
easy to use, it is optimized for the officer site which own the power public
security system, reference “verification” part of fingerprint reader user manual
to enroll user, the set process is that: Open “ Equipment Management”— Select
F10 to be “ verification” —Click “ verification”— Read Setup —Remark on
“Verification No. Card” item to “ Yes”— Apply Setup.

ZEIK Notice: There are only “Only Verification ID Card” and “only Performa
1:1 Match” to suit ID card setup in the verification option, the “Card Must be
Registered” just is used for Mifare user. When you set to verify No. card, the
“Only Performa 1:1 Match” must be remarked as “ NO”, the “ Card must be
Registered” is set by to read the default.

B. Only Performa 1:1 Match

User must to wave the card near the front of the reader before place the
finger on the sensor to verify until it is positive answer; this verification
way are applied to the higher security requirement area, it is optimized for the
a lot of user site, , the set process is that: Open “ Equipment Management”—
Select F10 to be * verification” —Click “ verification”— Read Setup —
Remark on “Verification No. Card” item and “ only Performa 1:1 Match” item

to “ Yes”— Apply Setup.
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We suggest adopt this verification method when the F10 store fingerprint
up 500, because the more are there fingerprint and the more slowly is F10
matching speed, the FAR (False Acceptance Rate) will be much more, the
performing 1:1 match can speed up to identify and keep away fingerprint false

acceptance.

. Mifare Card User

Enroll Mifare Card

Please reference “User Management” part of fingerprint reader user guide to
enroll user, the enroll process is that: Add User— Input User Base Info. —
Connect to Fingerprint Reader with Mifare Card— Use U.rU Sensor or
fingerprint reader to enroll fingerprint —Write Card via Fingerprint Reader —
Wave Card — Write Card Successfully,

The fingerprint can is store in the Mifare card, the result and efficacy of to
wave a card is same as the to place finger to identify. Select F10 with Mifare is
optimal option for user.

Mifare Card Verification Model

There are following verification modal for Mifare card user.
A . Only verification No. Card

The same as ID card, it only need to present the card for passing
verification, in order strengthen security of the application in the normal
condition the item is set as “ NO”, so and must place the finger to identify after
to present a card to verify .
B. Only Performa 1:1 Match

The same as ID card, first must present card and the place then finger on the

sensor, if don’t present the card, the finger will be reject to accept fingerprint

Mifare Card must Register

This item set as “ Yes”, The User ID of Mifare must be store in the reader,

44



Fingerprint Reader Software Manual

otherwise, it is fail to pass, if this item set as “NO”, it is not need to store user ID

in the reader

Fingerprint Card user Table

to performance the match

Only Only
verification Performa 1:1 | User type Note
No. Card Match
Y Y Only Card Only support Card
Y NO Card or Fingerprint Support  Card  or
Fingerprint
NO Y Card+Fingerprint Only  support to
fingerprint  match
after to present card
NO N Card + Fingerprint or | After to present the
Fingerprint Only card to press finger or
only to match
fingerprint
Suggest Select Setup Type
Only only 1:1
Version Name Type verify match Note
No. Card
Standard F10 NO NO Card +
Standard | Fingerprint fingerprint or
Reader Fingerprint
Only
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Build in ID | F10- NO Y Card
Fingerprint ID600 Fingerprint
Build In | Reader
ID Build in ID | F10- NO Y Card
Fingerprint ID5000 Fingerprint
Reader
Build in | Build in IC | F10- NO Y Card
Mifare Fingerprint reader | SMART Fingerprint

6. Normal Operation

The tools for deal with operation of the datasheet

| o[ [mfe]=]a]]]

The blue bar which locate line is current line in the datasheet, all

operation for datasheet is performed on the current line

Click button, Put it to corresponded operate.

——1. First Record, Move from the current line to the first line.

- . - . .
I_l: Previous, Move form the current line to the previous line.

: Next, Move form the current line to the next line.

2] . .
|_I: Lastly Record, Move form the current line to the lastly line.

: Insert Record, add new record.

|;I: Delete Record, Cancel current record.
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e
—|: Save Record, save the record to be edited.

%]

Filtrate Data

Cancel Edit, Cancel modification for the record.

Filtrate data is that select the record which meet define condition from the

original table sheet, the display current window is following, the operation flow

Of the filtration data’s command.

1. Click down-drew box of the data rank, appear following figure,

User Information Maintenance

User Li

= S I <

Depaiment | LR COMPANY -] H
5] w |[Mame Departm| » || Gend | Title  [=]|Privilege [+ ][0 4 |1—
1 Al [ oum comP User b
10 7 OUR COMP User No 1
11 lice DUR COMP User _
£ Mal " Femak
12 ézEZI OUR COMP . Gender ale emale
13 Hebe OUR COMP User Title
14 j:gl;n OUFR COMP User Piviege [User =]
15 i OUR COMP User ™
1 Ly OUR COMP User| || e Number = & R
17 o OUF: COMP User
18 Garsh OUR COMP User - Fingerprint manage(Require U.are.U Scanner supporth———————
-

2 Simman OUR COMP User - Connect Device
3 Sucy OUR COMP User
4 Jack OUR COMP u
3 V?:Ky OUR COMP Uz: Enrall with sersor ‘ Enroll with Fingerprint device ‘
] Coke OUR COMP User Ervall | WVerify |
7 Susan OUR COMP User
8 Sprint OUR COMP User
3 Saah OUR COMP [T From e to Device | From Device to PC |
‘Enunl 8 | Wiite card by FP device | Empty card by FF device |
4] ] 3 |

FP enrallment status | Import | Export |

Please connect device first If pou want to enroll fingerprint or 1D card

2. Click( Define Filtrate).Appear follow figure:
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Custom Filter | x|
Show rows where:

MNarme

hike v |

[=] AND [ JOR

| = |

Use _ to repiesent any single character

"Use % to represent any series of characters I Ok I[ Cancel

3, Input condition, e.g. show all user who’s surname is Zhong. Appear follow

figure:

Custom Filter E3 |

Shiow rows where:

Mame

(ke | v |
[+ AND [ 1 OR

| L] |

'Use _ o reprezent any single character
Use % lo represent any senes of chatacters I Ok Ir':‘"“’ |

Notice: % must be English symbol, Chinese symbol reject to know.

4. Click “confirm”, to show the result of filtration.
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OUR COMPANY
15 Ly |DUACONP| | |
18 Ly DUACONF| | [ Usen | 1%
U
Erved with 1erane

: Whether do use the filtrate condition.
: Cancel filtrate operation.

If you want to cancel current filtration result, display all record,

clicor

Record Group
According to a field or multi-field, can group the record; want to realize
croup that can draw the rank head to up side empty part. Like as following figure.
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(]
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